NOTES:

- ANVIL ASSY 126638 consists of:
  1) 120624 ANSI insert and
  2) 120617 holder and
both are available individually.

- ANVIL INSERT WRENCH 125410 is optionally available.

SECTION A-A

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>QTY.</th>
<th>DESCRIPTION</th>
<th>ITEM</th>
</tr>
</thead>
<tbody>
<tr>
<td>126110</td>
<td>1</td>
<td>EXTENSION</td>
<td>4</td>
</tr>
<tr>
<td>127331</td>
<td>1</td>
<td>UNITIZED</td>
<td>3</td>
</tr>
<tr>
<td>118826</td>
<td>1</td>
<td>COLLET</td>
<td>2</td>
</tr>
<tr>
<td>120638</td>
<td>1</td>
<td>ANVIL ASSEMBLY</td>
<td>1</td>
</tr>
</tbody>
</table>

HUCK INTERNATIONAL, INC., I.S.D.
1 CORPORATE DR., P.O. BOX 270
KINGSTON, N.Y. 12401

NOSE ASSEMBLY
- 06 MG

Rev. 07/18/99 Rev. 2/11
Printed: 07/18/99

By reproducing this projection from drafting, reproduction or disclosure of any part thereof to any other without the written permission of Hucks International, Inc., is expressly prohibited. The above information is subject to change without notice.